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INTERACTIVE TELEVISION SYSTEMS
WITH CONFLICT MANAGEMENT
CAPABILITIES

CROSS REFERENCE TO RELATED
APPLICATIONS

The application is a continuation of prior U.S. patent appli-
cation Ser. No. 12/621,077, filed Nov. 18, 20009, titled ‘Inter-
active Television Systems With Conflict Management Capa-
bilities’; which is a continuation of U.S. patent application
Ser.No. 10/306,175, filed Nov. 25, 2002 (now abandoned), all
of' which are hereby incorporated by reference herein in their
entirety.

BACKGROUND OF THE INVENTION

This invention relates to television systems, and more par-
ticularly, to interactive television systems such as interactive
television program guide systems with video-on-demand and
video recorder capabilities.

Interactive television systems may be used to provide inter-
active television program guides in which screens of interac-
tive television program listings are presented to users. Pay-
per-view and video-on-demand services, web browsing
services, games, home shopping, and other interactive fea-
tures may be provided using interactive television systems.

In typical interactive television systems, users have set-top
boxes or other equipment in their home with which the users
interact using remote controls or other user interfaces. In a
computer environment, users can access interactive television
program guide web sites.

Interactive television program guides may be implemented
on personal video recorder platforms. A typical personal
video recorder has a hard disk drive for storing digital video
recordings that may be played back on a user’s television.
Video recorder functionality may also be provided using
equipment at a cable system headend. With this type of net-
work-based video recorder, a user may direct equipment at
the headend to perform video recording and playback func-
tions.

The delivery of video-on-demand or video recorder con-
tent may give rise to conflicts. For example, the delivery of a
video-on-demand movie may overlap with a program for
which the user has set a reminder with an interactive televi-
sion program guide. Conflicts may also arise between video
delivery and scheduled recordings or time-based parental
control settings.

SUMMARY OF THE INVENTION

In accordance with the present invention, interactive tele-
vision systems are provided that help manage potential con-
flicts that arise when the requested delivery of video-on-
demand or video recorder content might overlap with an
existing time-based setting such as a scheduled reminder, a
scheduled recording, a pre-ordered pay-per-view program or
a time-based parental control setting. Interactive television
functionality may be supported through the use of interactive
television applications that are implemented on user equip-
ment such as cable set-top boxes, personal video recorders,
personal computers, satellite integrated receiver decoders
(IRD) boxes, interactive televisions, or other suitable devices.
The interactive television applications may be used to provide
video recorder functions, video-on-demand functions, and
program guide services. The user may set reminders for pro-
grams, may purchase pay-per-view programs, may establish
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times at which certain programs will be automatically
recorded, and may use parental control functions to selec-
tively block the viewing of content during certain time peri-
ods. The interactive television applications may display pro-
gram listings and provide other services such as home
shopping, banking, web browsing, games, etc.

Video-on-demand content and video recorder content may
be stored at network locations outside of users” homes or
other viewing locations. For example, a video serveratacable
system headend or other suitable location in the distribution
network of an interactive television system may be used to
support video-on-demand and video recorder functions.

Network-based video recording may involve storing a vir-
tual recording in the personal area assigned to a particular
user. The user may use the interactive television application to
access the personal area. For example, the user may use the
interactive television application to direct the system to play
back a desired program on the user’s equipment. The user
may also use the interactive television application to order or
request video-on-demand content.

When the delivery of video associated with a video-on-
demand order or the playback of a recording from a network-
based video recorder or a personal video recorder in the user’s
home gives rise to a conflict with a previously-established
time-based setting, the user may be provided with various
options for resolving the conflict. For example, the user may
be provided with an opportunity to reschedule delivery of
video-on-demand content if the originally selected order time
would cause the video-on-demand content to overlap with the
airing of a program from which the user had previously estab-
lished a reminder.

Further features of the invention, its nature and various
advantages will be more apparent from the accompanying
drawings and the following detailed description of the pre-
ferred embodiments.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a diagram of an illustrative interactive television
system in accordance with the present invention.

FIG. 2 is adiagram or illustrative user television equipment
in accordance with the present invention.

FIG. 3 is a diagram of additional illustrative user television
equipment in accordance with the present invention.

FIG. 4 is a diagram of an illustrative remote control in
accordance with the present invention.

FIG. 5 is a diagram of illustrative user computer equipment
in accordance with the present invention.

FIG. 6 is a generalized diagram of illustrative user equip-
ment in accordance with the present invention.

FIG. 7 shows an illustrative menu screen in accordance
with the present invention.

FIG. 8 shows an illustrative program guide screen in accor-
dance with the present invention.

FIG. 9 is an illustrative display screen showing how a flip
banner that contains program listings information for the
current channel may be displayed as an overlay over video of
the current channel in accordance with the present invention.

FIG. 10 is an illustrative display screen showing how a
browse banner that contains program listings information for
a channel that may differ from the current channel may be
displayed as an overlay over video of the current channel in
accordance with the present invention.

FIG. 11 shows an illustrative program guide screen in
accordance with the present invention.
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FIG. 12 is an illustrative display screen showing how an
interactive television application may provide a user with an
opportunity to set a program reminder in accordance with the
present invention.

FIG. 13 is an illustrative display screen showing how a
reminder may be provided for a user in accordance with the
present invention.

FIG. 14 is a display screen showing an illustrative video-
on-demand menu that may be used to select a category of
video-on-demand content in accordance with the present
invention.

FIG. 15 is a display screen showing an illustrative video-
on-demand menu screen that may be used to locate a desired
type of movie in accordance with the present invention.

FIG. 16 shows an illustrative title menu that may be used to
select a video-on-demand title of interest in accordance with
the present invention.

FIGS. 174 and 175 are illustrative video-on-demand infor-
mation screens that may be used to access video-on-demand
content in accordance with the present invention.

FIG. 18 is an illustrative display screen showing how
video-on-demand playback controls may be displayed while
video-on-demand content is being displayed for the user in
accordance with the present invention.

FIGS. 194 and 195 are illustrative display screens showing
how a user’s scheduled recordings may be presented and
selected in an interactive list in accordance with the present
invention.

FIGS. 20a and 205 are illustrative display screens showing
how a user’s recordings may be presented and selected from
an interactive list in accordance with the present invention.

FIG. 21 is an illustrative display screen showing how video
for a recording selected from the list of FIG. 18 may be
displayed for the user in accordance with the present inven-
tion.

FIG. 22 is an illustrative display screen showing how the
user may be provided with options that allow the user to
schedule a recording of a desired program in accordance with
the present invention.

FIG. 23a is an illustrative display screen showing how a
user may set parental controls for a given program in accor-
dance with the present invention.

FIG. 2354 is an illustrative display screen showing how a
user may block content by creating a time-based parental
control setting in accordance with the present invention.

FIGS. 24-27 are illustrative conflict resolution display
screens that may be displayed for the user when it is deter-
mined that a requested video delivery conflicts with a pro-
gram reminder in accordance with the present invention.

FIG. 28 is a flow chart of illustrative steps involved in using
an interactive television system to allow a user to create
time-based settings and request video content delivery and to
resolve conflicts between the settings and content delivery
requests in accordance with the present invention.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

An illustrative interactive television system 10 in accor-
dance with the present invention is shown in FIG. 1. Content
such as television programming and digital music may he
provided from programming sources 12 to television distri-
bution facilities such as television distribution facility 14
using communications path 16. Programming sources 12
may be any suitable sources of television and music program-
ming, such as television and music production studios, etc.
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Television distribution facility 14 may be a cable system
headend, a satellite television distribution facility, a television
broadcast facility, or any other suitable facility for distribut-
ing television and music programming to users. There are
typically numerous television distribution facilities 14 in sys-
tem 10, but only one is shown in FIG. 1 to avoid overcompli-
cating the drawings.

Communications path 16 may be a satellite path, a fiber-
optic path, a cable path, or any other suitable wired or wireless
communications paths or a combination of such paths.

Television distribution facility 14 may be connected to
various user equipment devices 18. Such user equipment 18
may, for example, be located in the homes of users. User
equipment 18 may include user television equipment 20 or
user computer equipment 22.

The user equipment may receive television and music pro-
gramming and other information from television distribution
facility 14 over communications paths such as communica-
tions paths 26, 27, and 28. The user equipment may also
transmit signals to television distribution facility 14 over
paths 26, 27, and 28, Paths 26, 27, and 28 may be cables or
other wired connections, free-space connections (e.g., for
broadcast or other wireless signals), satellite links, etc.

Data source 30 may include a program listings database
that is used to provide the user with television program sched-
ule information such as scheduled broadcast times, titles,
channels, ratings information (e.g., parental ratings and crit-
ic’s ratings), detailed title descriptions, genre or category
information (e.g., sports, news, movies, etc.), information on
actors and actresses, running times, etc. Data source 30 may
also be used to provide advertisements (e.g., program guide
advertisements and advertisements tor other interactive tele-
vision applications), real-time data such as sports scores,
stock quotes, news, weather, etc. Although data source 30 is
drawn as an individual box in FIG. 1, data source 30 and the
other system components of FIG. 1 way be provided using
equipment at one or more locations. Systems components are
drawn as single boxes FIG. 1 to avoid over-complicating the
drawings.

Data source 30 may provide program schedule information
and other data to television distribution facility 14 over com-
munications path 32 for distribution to the associated user
equipment over paths 26, 27, and 28. Communications path
32 may be any suitable communications path such as a satel-
lite communications path or other wireless path, a fiber-optic
or other wired communications path, a path that supports
Internet communications, a combination of such paths, etc.
Data source 30 may provide program schedule information
and other data to the user at user equipment 18 over path 38,
communications network 34, and path 42. Path 42 may be a
wired path such as a telephone line, a cable path, a fiber-optic
path, a satellite path, a wireless path, a combination of such
paths, or any other suitable path.

User equipment devices such as user television equipment
and personal computers may use the program schedule infor-
mation to display program listings and information on digital
music for the user. An interactive television program guide
application or other suitable application may be used to dis-
play such information on the user’s display.

An on-line program guide and other interactive television
services may be provided using a server connected to com-
munications network 34 such as server 36. Server 36 may
receive program schedule information and other data from
data source 30 via communications path 38, communications
network 34, and communications path 40. Paths 38 and 40
may be satellite paths, fiber-optic paths, wired paths, etc.
Communications network 34 may be any suitable communi-
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cations network, such as the Internet, the public switched
telephone network, a packet-based network, etc.

User equipment 18 may access on-line program guide
information and other information from server 36 via com-
munications path 42. User equipment 18 may also access the
on-line program guide and other services on server 36 via
communications path 26, television distribution facility 14,
and communications path 44. For example, a cable modem or
other suitable equipment may be used by user equipment 18
to communicate with television distribution facility 14. Tele-
vision distribution facility 14 may communicate with com-
munications network 34 over any suitable path 44, such as a
wired path, a cable path, fiber-optic path, satellite path, a
combination of such paths, etc.

User equipment such as user television equipment 20 and
user computer equipment 22 may access the on-line program
guide and server 36 using similar arrangements. User televi-
sion equipment 20 may access the on-line program guide and
server 36 using communications path 46 or using path 27,
television distribution facility 14, and path 44. User computer
equipment 22 may access the on-line program guide and
server 36 using communications path 48 or using path 28,
television distribution facility 14, and path 44. Paths 46 and
48 may be any suitable paths, such as wired paths, cable paths,
fiber-optic paths, wireless paths, satellite paths, a combina-
tion of such paths, etc.

Program guide application functions and the functions of
other interactive television applications may be supported
using server 36 and other servers connected to communica-
tions network 34 such as server 56. Interactive television
applications may also be supported by servers or other suit-
able equipment at one or more service providers such as
service provider 50. For example, a home shopping service
may be supported by a service provider such as service pro-
vider 50 that has sales representatives, order fulfillment facili-
ties, account maintenance facilities, and other equipment for
supporting interactive home shopping features. A home shop-
ping application that is implemented using the user equip-
ment may be used to access the service provider to provide
these features to the user. The user equipment may access
service provider 50 via television distribution facility 14 and
communications path 52 or via communications network 34
and communications path 54. Communications paths such as
paths 52 and 54 may be any suitable paths, such as wired
paths, cable paths, fiber-optic paths, satellite paths, a combi-
nation of such paths, etc.

Another example of an interactive television application is
ahome banking application. A home banking service may be
supported using personnel at facilities such as service pro-
vider 50. An interactive home banking application that is
implemented using the user equipment may access the home
banking service via television distribution facility 14 and
communications path 52 or via communications network 34
and communications path 54.

If desired, an interactive television application such as a
network-based video recorder or a video-on-demand appli-
cation may be supported using server 56, server 36, or equip-
ment at service provider 50. Video-on-demand content and
video recorded using a network-based video recorder
arrangement may be stored on server 56 or server 36 or at
service provider 50 and may be provided to the user equip-
ment when requested by users. An interactive television
application may be used to support the functions of a personal
video recorder (sometimes called a digital video recorder)
that is implemented using user equipment 18. Illustrative
equipment that may be used to support personal video
recorder functions include specialized personal video
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recorder devices, integrated receiver decoders (IRDs), set-top
boxes with integrated or external hard drives, or personal
computers with video recording capabilities.

If desired, applications such as the interactive television
program guide application, a home shopping application, a
home banking application, a video-on-demand application,
game applications, and other applications (e.g., applications
related to e-mail and chat or other communications functions,
etc.) may be provided as separate applications that are
accessed through a navigation shell application (i.e., 2 menu
application with menu options corresponding to the applica-
tions). The features of such applications may be combined.
For example, games, video-on-demand services, home shop-
ping, network-based video recorder functions, personal video
recorder functions, navigational functions, program guide
functions, communications functions, and other suitable
functions may be provided using one application or any other
suitable number of applications.

Moreover, the interactive television program guide appli-
cation, the home banking application, the home shopping
application, the network-based video recorder and personal
video recorder applications, the video-on-demand applica-
tion, the gaming applications, communications applications,
and navigational applications, are only a few illustrative
examples of the types of interactive television applications
that may be supported by system 10. Other suitable applica-
tions that may be supported include, news services, web
browsing and other Internet services, and interactive wager-
ing services (e.g., for wagering on horse races and the like).

The interactive television application or applications that
are used in interactive television system 10 may be imple-
mented locally on the user equipment. The applications may
also be implemented in a distributed fashion (e.g., using a
client-server architecture in which the user equipment serves
at least partly and for at least some of the time, as the client
and a server such as server 56 at television distribution facility
14, server 36, or other suitable equipment acts as the server.
Other distributed architectures may also be used if desired.
Moreover, some or ail of the interactive television system
features of system 10 may be provided using operating sys-
tem software or middleware software. Such operating system
software and middleware may be used instead of or in com-
bination with application-level software. Regardless of the
particular arrangement used to implement interactive televi-
sion features related to program guides, home shopping,
home banking, video-on-demand, Internet, communications,
etc, the software that supports these features may be referred
to as an application or applications.

Tustrative user television equipment 20 that is based on a
set-cop box arrangement is shown in FIG. 2. Input/output 58
may be connected to communications paths such as paths 27
and 46. Input/output functions may be provided by one or
more wires or communications paths, but are shown as a
single path in FIG. 2 to avoid overcomplicating the drawing.
Television programming and other information may be
received using input/output 58. Commands and requests and
other information from the user may also be transmitted over
input/output 58.

Set-top box 60 may be any suitable analog or digital set-top
box (e.g., a cable set-top box). Set-top box 60 may contain an
analog tuner for tuning to a desired analog television channel.
Set-top box 60 may also contain digital decoding circuitry for
receiving digital television and music channels. Both analog
and digital channels may be handled together if desired. Mul-
tiple tuners may be provided (e.g., to handle simultaneous
watch and record functions). Box 60 may be an integrated
receiver decoder (IRD) that handles satellite television. If
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desired, box 60 may have circuitry for handling cable, over-
the-air broadcast, and satellite content. Box 60 may include a
storage device (e.g., a digital storage device such as a hard
disk drive) for providing recording capabilities. Box 60 may
also be connected to a recording device 62 such as a video
cassette recorder, personal video recorder, or other device or
devices with storage capabilities.

Set-top box 60 contains a processor (e.g., a microcontroller
or microprocessor or the like) that is used to execute software
applications. Set-top box 60 may contain memory such as
random-access memory for use when executing applications.
Nonvolatile memory may also be used (e.g., to launch a
boot-up routine and other instructions). Hard disk storage in
box 60 or in recording device 62 may be used to back up data
and to otherwise support larger databases and storage require-
ments than may be supported using random-access memory
approaches.

Set-top box 60 may have infrared (IR) or other communi-
cations circuitry for communicating with a remote control or
wireless keyboard. Set-top box 60 may also have dedicated
buttons and a front-panel display. The front-panel display
may, for example, be used to display the current channel to
which the set-top box is tuned.

Set-top box 60 may also have communications circuitry
such as a cable modem, an integrated services digital network
(ISDN) modem, a digital subscriber line (DSL) modem, a
telephone modem, wireless modem, etc. for communications
with other equipment. Such communications may involve the
Internet or any other suitable communications net-works or
paths. If desired, the components of set-top box 60 may be
integrated into other user equipment (e.g., a television or
videocassette recorder).

Recording device 62 may be used to record videos pro-
vided by set-top box 60. For example, if set-top box 60 is
tuned to a given television channel, the video signal for that
television channel may be passed to recording device 62 for
recording on a videocassette, compact disc, digital video disk,
or internal hard drive or other storage device. Recording
device 62 may have communications circuitry such as a cable
modem, an ISDN modem, a DSL modem, a telephone
modem, etc. for communications with other equipment. Such
communications may involve the Internet or any other suit-
able communications networks or paths. The components of
recording device 62 may be integrated into other user equip-
ment (e.g., a television, stereo equipment, etc.).

Recording device 62 may be controlled using a remote
control or other suitable user interface. If desired, video
recorder functions such as start, stop, record, etc. and other
functions for device 62 may be controlled by set-top box 60.
For example, set-top box 60 may control recording device 62
using infrared commands directed toward the remote control
inputs of recording device 62 or set-top box 60 may control
recording device 62 using other wired or wireless communi-
cations paths between box 60 and device 62.

The output of recording device 62 may be provided to
television 64 for display to the user. If desired, multiple
recording devices 62 or no recording device 62 may be used.
If recording device 62 is not present or is not being actively
used, the video signals from set-top box 60 may be provided
directly to television 64. Any suitable television or monitor
may be used to display the video. In the equipment of FIG. 2
and the other equipment of system 10, the audio associated
with various video items is typically distributed with those
video items and is generally played back to the user as the
videos are played.

Another illustrative arrangement for user television equip-
ment 20 is shown in FIG. 3. In the example of FIG. 3, user
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television equipment 20 includes a recording device 66 such
as a digital video recorder (e.g., a personal video recorder
(PVR)) that uses a hard disk or other storage for recording
video or may be a digital video disc recorder, compact disc
recorder, videocassette recorder, or other suitable recording
device. Equipment 20 of FIG. 3 may also include a television
68. Input/output 70 may be connected to communications
paths such as paths 27 and 46. Television programming and
other information may be received using input/output 70.
Commands and requests and other information from the user
may be transmitted ever input/output 70.

Recording device 66 may contain at least one analog tuner
for tuning to a desired analog television channel (e.g., mul-
tiple tuners may be provided). Recording device 66 may also
contain digital decoding circuitry for receiving digital televi-
sion and music channels. If desired, recording device 66 may
contain circuitry for handling both analog and digital chan-
nels. Recording device 66 also contains a processor (e.g., a
microcontroller or microprocessor or the like) that is used to
execute software applications. Recording device 66 may con-
tain memory such as random-access memory for use when
executing applications. Nonvolatile memory may also be
used to store a boot-up routine or other instructions. The hard
disk and other storage in recording device 66 may be used to
support databases (e.g., program guide databases or interac-
tive television application databases). The hard disk or other
storage in recording device 66 may also be used to record
video such as television programs or video-on-demand con-
tent or other content provided to recording device 66 over
input/output 70.

Recording device 66 may have IR communications cir-
cuitry or other suitable communications circuitry for commu-
nicating with a remote control. Recording device 66 may also
have dedicated buttons and a front-panel display. The front-
panel display may, for example, be used to display the current
channel to which the recording device is tuned.

Recording device 65 may also have communications cir-
cuitry such as a cable modem, an ISDN modem, a DSL
modem, a telephone modem, a wireless modem, etc. for com-
munications with other equipment. Such communications
may involve the Internet or other suitable communications
networks or paths.

If desired, recording device 66 may include a satellite
receiver or other equipment that has wireless communica-
tions circuitry for receiving satellite signals.

Recording device 66 of FIG. 3 or recording device 62 of
FIG. 2 may record now video while previously recorded
video is being played back on television 68 or 64. This allows
users to press a pause button during normal television view-
ing. When the pause button is pressed, the current television
program s stored on the hard disk of digital video recorder 66.
When the user presses play, the recorded video may be played
back. This arrangement allows the user to seamlessly pause
and resume television viewing. Recording device 66 and 62
may also be used to allow a user to watch a previously-
recorded program while simultaneously recording a new pro-
gram.

The set-top box arrangement of FIG. 2 and the digital video
recorder set-top box arrangement of FIG. 3 are merely illus-
trative. Other arrangements may be used if desired. For
example, user television equipment may be based on a
WebTV box, a personal computer television (PC/TV), or any
other suitable television equipment arrangement. If desired,
the functions of components such as set-top box 60, digital
video recorder 66,a WebTV box, or PC/TV or the like may be
integrated into a television or personal computer or other
suitable device.
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An illustrative remote control 72 for operating user televi-
sion equipment 20 (or suitable user computer equipment 22)
is shown in FIG. 4. Remote control 72 may have function keys
74 and other keys 76 such as keypad keys, power on/off keys,
pause, stop, fast-forward and reverse keys, etc. Volume up and
down keys 78 may be used for adjusting the volume of the
audio portion of a video. Channel up and down keys 80 may
beused to change television channels and to access content on
virtual channels. Cursor keys 82 may be used to navigate
on-screen menus. For example, cursor keys 82 may be used to
position an on-screen cursor, indicator, or highlight (some-
times all generically referred to herein as a highlight or high-
light region) to indicate interest in a particular option or other
item on a screen displayed by the interactive television appli-
cation.

An OK key 84 (sometimes called a select or enter key) may
be used to select on-screen options that the user has high-
lighted.

Keys 74 may include a record key 86 for initiating record-
ings. Menu button 88 may be used to direct the interactive
television application to display a menu on the user’s display
screen (e.g., on television 64 or 68 or on a suitable monitor or
computer display). Info button 90 may be used to direct the
interactive television application to display an information
display screen. If the user has highlighted a particular pro-
gram listing, for example, pressing the info button 90 may
direct the interactive television application to provide addi-
tional program schedule information related to that program
listing (e.g., a program summary, actor information, etc.).

Lock button 92 may be used to modify access privileges.
For example, a parent may use lock button 92 or on-screen
options to establish parental control settings for the interac-
tive television application. The parental control settings may
be time-based settings (e.g., to prevent a child from watching
television during a particular time block such as from 3:00
PM to 5:00 PM). The parental control settings may also be
used to block programming based on rating, channel, pro-
gram title, etc. A locked or blocked program is typically not
viewable until the interactive television application is pro-
vided with a suitable personal identification number (PIN).
Once this PIN has been entered, the interactive television
program will unlock the user’s equipment and allow the
locked content to be accessed.

Exit button 94 may be used to exit the interactive television
application or to exit a portion of the interactive television
application. Guide button 96 may be used to invoke the inter-
active television program guide.

The keys shown in FIG. 4 are merely illustrative. Other
keys or buttons may be provided if desired. For example, a
music button may be used to access music with the interactive
television application. An edit button may be used to edit
stored content (e.g., to remove commercials, remove portions
of'a video, etc.). Alphanumeric buttons may be used to enter
alphanumeric characters. A last or back button may beused to
browse backward in the interactive television application
(e.g., to return to a previous channel or display screen). Video
recorder function buttons such as a play button, pause button,
stop button, rewind button, fast-forward button, and record
button, may be used to control video recorder functions (local
or network-based) in system 10. A help key may be used to
invoke help functions such as context-sensitive on-screen
help, etc.

Tlustrative user computer equipment 22 is shown in FIG. 5.
In the arrangement of FIG. 5, personal computer 98 may be
controlled by the user using keyboard 100 or other suitable
user input device, such as atrackball, mouse, touch pad, touch
screen, voice recognition system, a remote control such as
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remote control 72 of FIG. 4, etc. Video content such as tele-
vision programming and interactive television application
display screens may be displayed on monitor 102. Television
programming, video-on-demand content, video recordings
played back from a network-based video recorder, and other
information stay be received from paths 28 and 48 (FIG. 1)
using input/output 104. The user may also send commands
and other information used during interactions with the inter-
active television application and system 10 over input/output
line 104.

Personal computer unit 98 may contain a television or
video card such as television tuner card for decoding analog
and digital television channels and for handling streaming
video content. Multiple video cards (e.g., tuner cards) may be
provided if desired. An illustrative television timer card that
may be used may contain an analog television tuner for tuning
to a given analog channel and digital decoding circuitry for
filtering out a desired digital television or music channel from
apacketized digital data stream. Any suitable card or compo-
nents in computer unit 98 may be used to handle video and
other content delivered via input/output line 104 if desired.

Personal computer unit 98 may contain one or more pro-
cessors (e.g., microprocessors) that are used to run the inter-
active television application or a portion of the interactive
television application.

Storage in personal computer unit 98 such as a hard drive,
DVD drive, CD drive, or other suitable storage device or
devices may be used to store video and other content. For
example, the interactive television application and personal
computer unit 98 may use this storage to provide the functions
of'a personal video recorder.

User equipment 18 such as user television equipment 20
and user computer equipment 22 may be used with network
equipment such as server 56, server 36, and equipment at
service providers such as service provider 50 of FIG. 1 to
provide network-based video recording functions. Video
recording functions may be provided by storing copies of
television programs and other video content on a remote
server (e.g., server 55 or server 36 of FIG. 1) or other network-
based equipment such as equipment at a service provider such
as service provider 50.

Video recordings may be made in response to user com-
mands that are entered at user equipment 18. In a personal
video recorder arrangement, the interactive television appli-
cation may be used to record, video locally on the user equip-
ment in response to the user commands. In a network-based
video recorder arrangement, the interactive television appli-
cation may be used to record video or to make virtual record-
ings on network equipment such as server 36, 56, or equip-
ment at service provider 50 in response to the user commands.
The user commands may be provided to the network equip-
ment over the communications paths shown in FIG. 1. The
personal video recorder arrangement and the network-based
video recorder arrangement can support functions such as
fast-forward, rewind, pause, play, and record.

To avoid unnecessary duplication in a network-based video
recorder environment, the system 10 may provide network-
based video recording capabilities by using virtual copies or
recordings. With this approach, each user may be provided
with a personal area on the network that contains a list of that
user’s recordings. The video content need only be stored once
(or a relatively small number of times) on the network equip-
ment, even though a large number of users may have that
video content listed as one of their recordings in their net-
work-based video recorder personal area.
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The user television equipment and user computer equip-
ment arrangements described above are merely illustrative. A
more generalized embodiment of illustrative user equipment
is shown in FIG. 6.

As shown in FIG. 5, control circuitry 106 is connected to
input/output 108. Input/output 108 may be connected to one
or more communications paths such as paths 26, 27, 28, 42,
46, and 48 of F1G. 1. Television and music programming may
be received via input/output 108 (e.g., from programming
sources 12, servers or other equipment such as server 36,
service providers such as service provider 50, and television
distribution facility 14). Program schedule information for an
interactive television program guide may be received from
data source 30 via input/output 108. Input/output 108 may
also be used to receive information from, data source 30 for
other interactive television applications. The user may use
control circuitry 106 to send commands, requests, and other
suitable information using input/output 108.

Control circuitry 106 may be based on any suitable pro-
cessing circuitry 110 such as processing circuitry based on
one or more microprocessors, microcontrollers, digital signal
processors, programmable logic devices, etc. Memory (e.g.,
random-access memory and read-only memory), hard drives,
DVD drives, CD drives, or any other suitable memory or
storage devices may be provided as storage 112 that is part of
control circuitry 106. Tuning circuitry such as one or more
analog tuners, one or more MPEG-2 decoders or other digital
video circuitry, or any other suitable tuning or video circuits
or combinations of such circuits may also be included as part
of circuitry 106. Encoding circuitry (e.g., for converting over-
the-air or cable analog signals to MPEG signals for storage)
may also be provided. The tuning and encoding circuitry may
be used by the user equipment to receive and display or play
or record a particular television or music channel or other
desired audio and video content (e.g., video-on-demand con-
tent or requested network-based or local video recorder play-
back). Television programming and other video and
on-screen options and information may be displayed on dis-
play 114. Display 114 may be a monitor, a television, or any
other suitable equipment for displaying visual images.
Speakers 116 may be provided as part of a television or may
foe stand-alone units. Digital music and the audio component
of videos displayed on display 114 may be played through
speakers 116.

A user may control the control circuitry 106 using user
input interface 118. The user input interface 118 may be any
suitable user interface, such as a mouse, trackball, keypad,
keyboard, touch screen, touch pad, voice recognition inter-
face, remote control, etc.

An illustrative menu 120 that may be displayed on the
user’s display screen is shown in FIG. 7. As shown in FI1G. 7,
menu 120 may provide the user with an number of selectable
options. The options shown in FIG. 7 are merely illustrative.
Any suitable options may be provided if desired.

A user of user equipment 18 (e.g., a user of user television
equipment 20 or a user of user computer equipment 22, or a
user of any other suitable user equipment device) may invoke
an interactive television menu such as menu screen 120 by
pressing menu button 88 (FIG. 4). Remote control 72 (F1G. 4)
or other user interface 118 (FIG. 6) may be used to position
highlight region 121 on top of selectable options such as
options 122-135. If the user selects option 122 or 123, a
screen of program listings may be displayed. Option 124 may
be used to display program listings for channels designated
by the user as “favorites.” Option 125 may be used to provide
program listings selected for promotion by a service provider
(e.g., aprogram guide service provider, a cable operator, etc.).
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Option 126 may be used to invoke a home shopping service.
Options 127 may be used to search program listings by title,
time, category, or any other criteria. Option 128 may be
selected to display options related to video-on-demand ser-
vices. Option 129 may be selected to display an interactive list
of previously recorded recordings and option 131 may be
selected to display an interactive list of programs scheduled
for recording. Option 130 may be selected to display pay-per-
view program listings and pay-per-view services options. If
the user selects option 132, the user may be presented with an
opportunity to access home banking functions. Option 133
may be selected to change system setup options and option
134 may be selected to launch a web browser or other appli-
cation for accessing the Internet. Option 135 may be selected
to access other interactive television services. When the user
selects an option with highlight region 121 from menu screen
120, the user’s selection may be described in information
display region 136.

If desired, program guide screens such as menu screen 120
and other interactive television application screens may
include selectable advertisements 137. Any suitable adver-
tisements may be provided, including panel advertisements,
banner advertisements, advertisements provided between
program listings, advertisements provided on certain pro-
gram listings or other portions of the screen, or any other
suitable advertisements. A user may use cursor keys 82 of
remote control 72 (FIG. 4) to position a highlight region on an
advertisement of interest and may select the highlighted
advertisement using OK key 84. Users of other user interfaces
may make appropriate selections using the buttons or controls
available through those interfaces (e.g., using voice com-
mands if the user interface involves a voice recognition
arrangement, etc.).

An illustrative program guide screen 138 that may be dis-
played for the user is shown in FIG. 8. Program guide screen
138 may be displayed, for example, when the user selects
program listings option 122 of FIG. 7, when the user selects a
suitable option from within an interactive television program
guide application or other interactive television application,
or when the user presses an appropriate remote control button
such as guide button 96 or otherwise uses user input interface
118 to indicate a desire to view program listings.

Program guide screen 138 may contain a grid or list of
program listings 143. Program listings 143 may include pro-
gram titles, channels, scheduled broadcast times, and any
other suitable program schedule information. Highlight
region 142 may be used to select a desired program listing
144. Program information for selected programs may appear
elsewhere on program guide screen 138 (e.g., in program
information display region 139). If the user presses OK key
84 when a program listing for a current program is high-
lighted, the interactive television application may time to the
channel for that program. If the user presses OK key 84 when
a program listing for a futures program is highlighted, the
interactive television application may provide the user with
an opportunity to set a reminder for that program or to record
that program.

Other functions that the interactive television application
may provide include the ability to set favorites or establish
preferences or other settings. For example, the user may
select a particular channel for the program guide to automati-
cally tune to when the user equipment is turned on. The user
may also select favorite programs, favorite channels, etc. The
program guide or other interactive television application may
provide the user with the ability to establish parental control
settings, the ability to search for programming of interest, and
the ability to view program descriptions, advertisements, text,
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graphics, and video, etc. These are merely illustrative
examples of interactive television functions that may be pro-
vided by interactive television system 10. Other suitable
interactive television functions may be provided if desired.

A user may access program listings (e.g., program listings
of'the type shown in FI1G. 8) by using the interactive television
application to select an on-screen option such as option 122
and 123 of FIG. 7, by pressing a dedicated guide button such
as guide button 96 on remote control 72, by selecting any
other suitable button or on-screen option, etc. In the example
of FIG. 8, program listings are currently being displayed for
television programs that air between 12:00 noon and 1:00
PM. As shown by arrows 140 and 141, the user may use right
or left cursor keys to navigate to other times (e.g., to direct the
interactive television application to display appropriate
screens of program listings 143 for different time periods). If
desired, the user may select options or press keys (or use user
input interface 118 to otherwise enter suitable commands)
that direct the interactive television application to display
program listings organized by channel, by genre, by service
type (e.g., pay-per-view or regular broadcast televisions, etc.

Selectable options, such as options 145, 146, 147, 148,
149, 150, 151, and 152, may be provided as part of program
guide screen 138 or any other program guide screen for pro-
viding access to various interactive television application fea-
tures. For example, option 145 may be used to display a home
screen or main menu, such as menu screen 120 of FIG. 7.
Option 146 may be selected to display program listings for
channels designated by the user as “favorites.” Option 147
may be selected to display listings of recommended programs
using highlight region 142. Scroll indicators 148 and 149 may
be used to navigate down and up through program listings.
Option 150 may be selected to display information related to
video-on-demand services. Option 151 may be selected to
search television program listings by title, time, category, or
any other suitable criteria. Option 152 may be selected to
display information related to digital music services.

The interactive television application may provide a “flip”
tuning feature. As shown in FIG. 9, when the user invokes the
flip mode, flip display 153 may be provided over a portion of
a channel (i.e., channel 2) that the user is currently tuned to
and is watching on display screen 154. Flip display 153
contains information (in region 156) on the program 155
appearing on the current channel (channel 2) to which the
set-top box 60 or other user equipment is tuned. The user may
change the channel using channel up and down keys on the
remote control or using user interface 118 to issue other
suitable channel change commands. This simultaneously
changes the channel to which the set-top box 60 or other user
equipment is tuned and the channel information displayed in
region 156 (and the associated program information 155).

The flip display 153 may be removed manually or auto-
matically (e.g., after a few seconds or other suitable time
period of user inactivity). When the user starts changing
channels again, the flip display 153 may be displayed again.

The flip feature of the interactive television application
therefore allows the user to view program information for the
channel that the user is currently viewing as the user changes
channels. In the example of FIG. 9, the flip display 153 is
displayed in the form of an overlay on top of the current
channel. If desired, the video for the current channel may be
reduced in size and the flip information (e.g., the program title
and channel information for the current program) may be
displayed at a location on the periphery of the reduced-size
video (e.g., at the bottom, side, or top of the reduced-size
video).
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An advertisement 158 or other content may be provided in
the flip display region if desired. Other optional information
that may be displayed in flip display 153 includes information
on the scheduled broadcast times for the program 155, ratings
information, program descriptions, and other program-re-
lated information.

The interactive television application may also be used to
provide a browse feature. As shown in FIG. 10, when the user
invokes the browse feature (e.g., by pressing an up or down
cursor key), browse display 160 may be displayed as an
overlay over a portion of the channel (i.e., channel 2) that is
being displayed on the user’s display screen 162 and to which
the user is currently tuned. Browse display 160 may initially
contain information on the current channel. For example,
browse display 160 may, when initially invoked by the user,
contain the title of the current program and information on the
current channel such as the current channel number, call
letters, and network logo.

When the user presses the up or down cursor key (or enters
other suitable commands using user interface 118), the
browse display may be changed to display information on the
programming available on other channels. In the example of
FIG. 10, the user has pressed the cursor keys repeatedly, until
the user has browsed to channel 99. The video that is being
displayed on display screen 162 has not changed in this
example (channel 2 is still being displayed).

As indicated by arrows 166, the user may use right and left
cursor keys 82 (or other suitable controls) to browse to other
time slots (e.g., to view information related to programming
that is scheduled for broadcast at a later time). Browse display
160 may contain an advertisement 168, information 170 on
scheduled program times, program descriptions and other
program-related information and icons such as check icon
163 (to indicate that a reminder has been set for a given
program) and ratings icon 161.

Ifthe user locates a currently available program of interest
on another channel, the user may press the OK key 84 to direct
the interactive television application to tune the user equip-
ment to that channel.

The browse display 160 may be removed manually or may
be removed automatically from display screen 162 after a
suitable period of user inactivity (e.g., after a few seconds or
a minute or two).

If desired, the browse display can be displayed on the
periphery of the video for the current program rather than as
an overlay. The video for the current channel may be reduced
in size accordingly.

When the user has indicated interest in a program (e.g., by
positioning highlight region 142 of FIG. 8 on top of a given
program listing, by tuning to a program, by viewing a pro-
gram listing on the flip banner of FIG. 9 or the browse banner
of FIG. 10, etc.), the user may press info key 90 (FIG. 4) to
obtain more information for that program. Illustrative info
screens 171 and 180 that may be displayed when a user
presses info button 90 are shown in FIGS. 11 and 12, respec-
tively. Screens such as screens 171 and 180 may be provided
when a user selects a program listing from a interactive tele-
vision application screen (e.g., program guide screen 138 of
FIG. 8). Info screen 171 of FIG. 11 may include a detailed
description 172 of a program selected by the user. Description
172 may include, for example, the title, time, channel, and
rating of the program, or any other suitable information. As in
FIG. 8, selectable options may be provided as part of info
screen 171 to provide access to various interactive television
application features. For example, option 174 may be used to
return to the previous program guide screen. Option 175 may
be used to tune to the selected program or set a reminder for
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the selected program (e.g., the program for which information
is displaying in description 172). Option 176 may be selected
to display recording options and services for the selected
program. Option 177 may be selected to display options for
adding a reminder for the selected program. Option 178 may
be used to display options for adding the selected program or
channel to a user’s favorites, and option 179 stay be used to
display options for providing a parental lock on the selected
program. Selectable options for other interactive television
application features may also be provided. A highlight region
may be used to select any of the selectable options provided
by a program guide screen. Information describing a high-
lighted option may be provided, for example, in information
display region 173.

Information screens may include advertisements. For
example, info screen 180 of FIG. 12 may include selectable
advertisements 181. Information regions on screen 180 such
astitle region 182 and program description region 186 may be
used to display information on the selected program such as
title information, ratings information, plot summary informa-
tion, information about actors, genre, critics ratings, etc.

Region 190 may be used to inform the user of the possibil-
ity of setting a reminder for the selected program, of tuning to
the channel showing the selected program, of recording the
selected program, of purchasing the selected program ifitis a
pay-per-view program, of parentally controlling the selected
program, of configuring a related profile or preference set-
tings, or performing any other suitable action related to the
selected program. Region 190 may also be used to provide
additional information related to the selected program. The
user may position highlight region 184 on top of either yes
option 183 or no option 185 or any other suitable options (e.g.,
options to cone to the channel, to record the program, to
purchase the program, to parentally control the program, to
configure the preference settings, etc). When the user presses
the OK key 84, the interactive television application may then
take appropriate actions. If the user opts to set a reminder for
the program listed in the info screen 180, the interactive
television application may display a pop-up reminder overlay
on top of the video for the channel that the user is currently
watching just before the program associated with the
reminder is scheduled to begin, or any suitable display screen
that is active at the time that the reminder pops up (e.g., a
program listings screen).

An illustrative reminder is shown in FIG. 13. In the
example of FIG. 13, the user is watching channel 3. The
current time is 6:58 PM. Previously, the user set a reminder
for the program “On The Riviera,” which is scheduled to foe
shown on channel 39 at 7:00 PM. Because the program for
which the user set the reminder is just about to begin, the
interactive television application displays reminder list 192 as
an overlay on top of the video for channel 3 that is being
presented on display screen 194. The reminder list may con-
tain a list of one or more programs for which the user has set
reminders. In the example of F1G. 13, one program listing 106
(“On The Riviera”) is displayed.

The user can tune to a program by selecting that program
from the reminder list 192. For example, the user may posi-
tion highlight region 198 on listing 196 and may select that
listing by pressing the OK key 84. The interactive television
application may then tune the user to the channel for the
desired program (i.e., channel 39 in this example).

The user can close the reminder list by pressing the OK key
84 while hide reminder option 200 is highlighted.

The reminder list may be displayed at any suitable time
(e.g., at 0-15 minutes before the program of interest is to
begin, at a user-selected time before that program, etc.).
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Moreover, the reminder list may be displayed around the
periphery of the video for the current channel and the video
for the current channel may be displayed in a reduced-size
window. These are merely illustrative examples. Any suitable
arrangement may be used to notify the user of upcoming
programs or in-progress programs for which the user has set
reminders and other programs of interest.

The interactive television application may be used to pro-
vide the user with access to video-on-demand content. The
user may, for example, be provided with an option such as
video-on-demand option 128 on menu screen 120 of FIG. 7.
When the user selects option 128, the interactive television
application may display a screen such as video-on-demand
categories screen 202 of FIG. 14. Screen 202 may include
logos such as logo 204, selectable (or non-selectable) adver-
tisements such as advertisements 206, and a screen title 208.
The user may position highlight region 210 on an option 212
corresponding to a video-on-demand category of interest.

When the user selects the video-on-demand category of
interest from screen 202, the interactive television application
may display a display screen such as subcategory selection
screen 214 of FIG. 15. In the example of FIG. 15, the subcat-
egories screen 214 contains subcategory options 220 corre-
sponding to movies, because (in this example) the user
selected movies A-Z option 212 from screen 202 in FIG. 14.
Video window 221 may be provided in any video-on-demand
information screen and may provide information relating to a
video-on-demand program selected by the user or any other
suitable video information.

The user may position highlight region 218 onto a desired
subcategory 220 and may press OK key 84 to view a list of
available video-on-demand content associated with that sub-
category. An illustrative display screen 222 that the interac-
tive television application may display for the user when the
action subcategory option 220 (FIG. 15) is selected is shown
in FIG. 16. As shown in FIG. 16, display screen 222 may
include information identifying the selected subcategory 234.
Screen 222 may also include a list 226 of'titles 230 (or other
content indicators). The user may position highlight region
228 on adesired video-on-demand title 230 and may press the
OK key to proceed with the selection of that title.

Selecting a desired video-on-demand title 230 from title
selection screen 222 may direct the interactive television
application to display a video-on-demand information screen
such as information screen 232 of FIG. 17a. Screen 232 may
include information 236 on the selected video-on-demand
content, such as title, run time, price, rating, and a description
of the selected video-on-demand content.

Selectable options, such as options 234, 235, 237, and 238
may be provided as part of screen 232 to provide access to
various interactive television application features. For
example, option 238 may be selected to access options for
ordering the selected video-on-demand content. Option 237
may be used to access options for recording the selected
content, and option 235 may be used to access options for
setting parental control locks for the selected content. If the
user selects option 234, the interactive television application
may display a video clip containing information on the video-
on-demand content of interest (e.g., a promotional video such
as a preview, a trailer, a review, etc.). The video clip may be
delivered to the user equipment 18 from a server such as
server 36 or server 56 of F1IG. 1 or from equipment at a service
provider such a service provider 50. The interactive television
application may also provide the user with additional infor-
mation on the video-on-demand content in response to the
user selecting option 234. Other suitable selectable options
may also be provided on screen 232 (e.g., a program package
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information and purchase option, options for searching pro-
gram listings for related content, etc.).

Ifauser requests information for video-on-demand content
that has already been ordered, the interactive television appli-
cation may provide video-on-demand information screen
such as screen 239 of FIG. 175, which may include selectable
options different than those provided for screen 232 of FIG.
17a. For example, option 240 may be used to start playing
selected video-on-demand content from the program position
most recently viewed. Option 241 may be used to present the
selected content from the beginning, and option 242 may be
used to access options for recording the content. Option 243
may be used to remove the selected content from a listing of
the ordered and available content. Option 244 may be used to
access options for setting parental control locks for the
selected content. If the selected content is being accessed over
a network or being provided by a network storage device,
option 245 may be used to store the content on a local storage
device.

In response to a user ordering selected content (e.g., by
selecting an on-screen order option such as option 238 of FIG.
17a, or by using remote control 72 or any other suitable input
device 118 to order content, etc.), the interactive television
application may deliver the ordered video-on-demand con-
tent to the user equipment from a server such as server 36 or
server 56 or from a service provider such as service provider
50. The communications paths and communications network
34 of FIG. 1 may be used in delivering the requested content.

The ordered video-on-demand content may be displayed
for the user on a display screen such as video-on-demand
playback screen 246 of FIG. 18. As shown in the lower por-
tion of screen 246, interactive options may be displayed in a
toolbar 248 or other suitable format. The interactive options
248 (or similar remote control buttons) may allow the user to
rewind the video-on-demand content to the beginning,
rewind, play, fast-forward, pause, stop delivery of the video-
on-demand content, or perform other video playback options.
The arrangement of FIG. 18 is merely illustrative. For
example, the video-on-demand content may be played back
in a reduced size window (of fixed or user-selectable size).

The interactive television system 10 may be used to support
video recorder functions. The video recorder functions may
be supported using local arrangements (e.g., arrangements in
which a personal video recorder or other suitable equipment
in the user’s home is used to record videos on a local hard
drive or other storage device) and network-based arrange-
ments (e.g., arrangements in which network equipment such
as servers 36 and 56 or equipment at a service provider such
as service provider 50 is used to store video and data for the
user). Combinations of these arrangements may also be sup-
ported using system 10.

In alocal video recorder arrangement (sometimes called a
personal video recorder arrangement or local digital video
recorder arrangement), video recordings are stored locally on
the user equipment. Information on which videos have been
recorded may also be maintained locally. Program guide
information (e.g., titles, rates, descriptions, categories, etc.)
may also be maintained for the recorded videos. When a user
desires to view a list of the recordings that the user has stored
on the user equipment, the interactive television application
may retrieve this information from local storage and may
display this information to the user locally on user equipment
18. The user may then select a desired recording to play back.

In a network-based video recorder arrangement (some-
times called a client-server video recorder Arrangement),
videos may be stored on the network (e.g., at servers such as
servers 36 and 56 or at a service provider such as service
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provider 50). Information on which programs have been
recorded for the user may be stored locally and on the network
(e.g., at servers such as servers 36 and 56 or at a service
provider such as service provider 50).

Network-based recordings may be made in a number of
ways. For example, some or all of the regularly-broadcast
television programming provided by programming sources
12 may be automatically recorded or copies of this program-
ming otherwise maintained on a suitable network storage
device such as server 36, server 56, or equipment at a service
provider such as service provider 50. If the user chooses to
“record” a program, no actual recording need be made,
because a copy of the desired program already exists on the
system. With this type of arrangement, virtual recordings take
the place of real recordings.

The user may be given a “personal area” on the network.
The personal area may be accessed when the user enters an
appropriate personal identification number or by virtue of the
user’s connection to the network through a known or trusted
communications path (e.g., when the user is connected
through a dedicated cable path to a server at a cable system
headend such as a server 56 at television distribution facility
14 of FIG. 1).

The personal area may be used to maintain a list of the
video content that the user has recorded. Whenever the user
directs the network-based video recorder portion of the inter-
active television system to make a recording, the system
updates the user’s personal area to make it appear as though
an additional “real” copy of the requested recording has been
made. The network-based video recorder implemented with
this approach therefore conserves storage space, while pro-
viding users with the illusion of access to a network-based
video recorder dedicated to their personal use.

Alternatively, there may be no personal area and each user
may have access to all previously recorded content to which
they had rights when originally broadcast.

As another example, some or all of the content for which a
user requests that a recording be made may be recorded by
creating actual copies (e.g., digital recordings) of the
requested content. These actual copies may be stored on
network equipment (e.g., servers such as servers 36 and 56 or
equipment at a service provider such as service provider 50).

Programs recorded onto a network server may be copied to
a user’s local storage.

A combination of these approaches may be used if desired.
For example, some content may be automatically retained by
the system (e.g., copies of popular programming). The user
may make virtual recordings of this material. The presence of
the virtual recordings may be reflected in the user’s personal
area. Other content may be stored in the form of actual record-
ings at the direction of the user (e.g., less popular content).
The presence of these recordings may also foe reflected in the
user’s personal area.

Regardless of the way in which network-based recordings
(virtual or real) and local recordings are made, the interactive
television application may be used to provide the user with
interactive display screens that assist the user in making
recordings, managing recordings (e.g., editing recordings,
deleting recordings, renaming recordings, sending record-
ings to other users over the communications paths of FIG. 1,
etc.), playing back recordings, viewing information about
recorded programs, etc.

Once a program has been selected by a user for recording,
the selected program may be presented in an interactive list of
programs scheduled to be recorded. An illustrative scheduled
recordings screen 250 that may be displayed for the user on
user equipment 18 is shown in FIG. 194. Screen 250 may be
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displayed by the interactive television application when the
user selects an option provided by another program guide
screen, such as program guide screen 120 of FIG. 7 or any
other suitable option. Screen 250 may include, for example, a
list of programs scheduled to be recorded 251. A highlight
region 252 may be used to select a scheduled recording from
the list. The user may position highlight region 252 on a
desired scheduled recording and select the scheduled record-
ing using an appropriate key of remote control 72.

Information about a scheduled recording selected by the
user may be presented in a screen such as screen 253 of FIG.
1954. Screen 253 may include scheduled recording informa-
tion 254, which may show the date, time, and channel for
which a program is to be recorded. Information 254 may also
indicate which device has been designated to record the pro-
gram and whether a parental lock is set for the program
scheduled to be recorded. The user may edit information 254
by selecting edit option 255 using a highlight region. Other
selectable options may be provided in screen 253, for
example cancel option 256 which the user may select to
cancel the scheduled recording.

Once a program has been recorded, a program guide screen
may be presented to display recorded programs. An illustra-
tive video recordings screen 260 that may be displayed for the
user on user equipment 18 is shown in FIG. 20. Screen 260
may be displayed by the interactive television application
when the user selects an option provided by another program
guide screen, such as program guide screen 120 of FIG. 7 or
any other suitable option. The recordings 261 may be local
recordings that are stored on the user’s equipment 18 or may
be real or virtual network-based recordings (e.g., network-
based content stored on equipment such as server 36 or server
56 or at service provider 50). In a network-based video
recorder environment with a personal area, screens such as
screen 260 provide access to all or part of the user’s personal
area. The user may navigate through the personal area using
remote control 72 or other suitable user interface 18.

Screen 260 may include a list of the user’s recordings 261.
Recording listings may include the time and channel the
program was recorded or any other suitable information. The
user may position highlight region 262 to select a recording of
interest (e.g., to view that recording, to view information
about that program, to delete the program, etc.). The user may
position highlight region 262 on a desired recording and
select the recording using an appropriate key of remote con-
trol 72.

Information about a recording selected by the user may be
presented in a screen such as screen 264 as illustrated in FI1G.
20b. Screen 264 may include recording information 265,
which may show the date, time, and channel the program was
recorded. Information 265 may also show whether a parental
lock is set for the recording and what device has been desig-
nated to store the recording. The user may play the recording
by selecting option 266. The user may play the selected
recording from the beginning by selecting option 267. Option
268 may be selected to delete the recording from the list of
recordings. Option 269 may be used to set a parental lock for
the selected recording. If the selected recording is being
stored on a network video storage device, the user may select
option 259 to transfer the recording to a local storage device.
On-screen options may be selected using a highlight region
and a remote control, or by any other suitable method.

When a given recording is selected for play back, for
example by selecting play option 266, a display screen such
as display screen 269 of FIG. 21 may be presented. Display
screen 269 may include the video 270 of the selected program
that is being played back to the user and options 271 for
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controlling the video. Options 271 may, for example, include
options that allow the user to rewind the video to the begin-
ning, to rewind or reverse the video, to play the video, to
fast-forward the video, to pause the video, or to stop the video.
Control of these functions and other interactive television
application functions may be supported using on-screen
options, dedicated or multi-purpose keys on remote control
72 or other user devices, or other suitable arrangements
involving user interface 118. When on-screen options are
used, the options may be displayed in the form of one or more
overlays on top of video 270 or video 270 may be provided in
a reduced-size window and the options displayed outside of
this window.

With the arrangement of FIGS. 20 and 21, the user can
browse the user’s recordings and can play back (and control
the playback) of these recordings. Recordings that are stored
locally on user equipment 18 may be played back by retriev-
ing these recordings from the local hard drive or other storage
on which the recordings are maintained. Recordings that are
stored on the network may be played back from the network
equipment on which the recording content is stored. User
equipment 18 may receive such content in the form of a
real-time video scream or a file download and the interactive
television application may play back the received content
using a display screen arrangement of the type shown in FIG.
21.

The user may record programming by indicating interest in
aprogram for recording by highlighting a program of interest
on a suitable display screen provided by the interactive tele-
vision application and pressing a record key, by selecting a
program for recording from a flip or browse display, by tuning
to a desired program and selecting an appropriate record
button, by selecting a record option from an information
screen, etc. For example, the user may highlight a program in
aprogram listings screen such as screen 138 of FIG. 8, or may
display a program listing of interest on a flip display such as
flip display 153 of FIG. 9 or on a browse display such as
browse display 160 of FIG. 10. When the user presses a
suitable remote control key such as record key 86 of FIG. 4,
the interactive television application may record the desired
program.

The interactive television application may automatically
record the program that the user selected or may provide one
or more additional confirmation and information screens after
the user presses the record key 86. As an example, the inter-
active television application may display a screen such as
record set-up screen 272 of FIG. 22. As shown in FIG. 22,
screen 272 may include title and ratings information in region
273 and a program description 274. The user may be provided
with information on the scheduled broadcast time for the
selected program. If the user desires to record the program,
the user may position highlight region 275 on top of YES
option 276 and may press OK key 84. If the user does not wish
to record the program, the user may position highlight 275 on
top of NO option 277 and may press the OK key 84. If desired,
other options such as series recording options, recording
quality options, and buffer time options may be provided.

When the user directs the interactive television application
to record a given program, the interactive television applica-
tion will record the program using the local capabilities of
user equipment 18 or using the network-based video recorder
capabilities of the system 10, depending on the equipment of
the user, the capabilities of system 10, and system and user
settings.

After the program has been recorded, the user may use the
interactive television application to view information on the
user’s recordings (e.g., using a display screen arrangement of
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the type shown in FIG. 20). These techniques for supporting
recording functionality in the interactive television applica-
tion are merely illustrative. Any suitable arrangement for
recording (as real recordings or as virtual recordings and
locally or on network equipment) may be used if desired.

The interactive television application may allow the user to
establish parental control settings. For example, the user may
lock a particular program, a program rating, a channel, a type
of content (e.g., violent or sexual content), or may establish a
parental control setting that blocks all television viewing
during a particular period of time. A user may be required to
enter a personal identification number (PIN) to unlock
blocked content.

With one illustrative arrangement, a parent (or other suit-
able user) may select a program to block by highlighting the
program listing for that program in a suitable program listings
screen (e.g., a screen such as screen 138 of FIG. 8). After
highlighting the program to be blocked, the parent may press
lock key 92 on remote control 72 (FIG. 4). The parent may
also access options for setting parental locks by selecting an
on-screen parental control lock option provided by the inter-
active television application (e.g., option 234 of FIG. 17a,
option 244 of FIG. 175, etc.).

In response to a user selecting an on-screen option or
remote control key to access parental control lock options, the
interactive television application may display a display
screen such as parental controls display screen 278 of FIG.
23a. Parental controls options may be accessed from a main
menu, a selected program, or any other suitable program
guide screen. Users may set parental locks for a selected
program or a range of programming by selecting from various
criteria. For example, users may select to block programs
according to title 279, TV rating 280, movie rating 281,
channel 282, or any other suitable criteria. Block ratings
options 280 and 281 may allow users to block all program-
ming with a given rating (e.g., the same rating as the selected
program or a user-input rating or range of ratings). The user
may be provided with other options for applying parental lock
settings by selecting, for example, (YES/NO) time block
option 283. A user may also select to hide or show adult titles
by selecting option 284. Other selectable options may also be
provided in screen 278.

If'the user has selected “YES” for time block option 283, a
time block sub-menu may be provided, for example, screen
286 of FIG. 235. The user may use the on-screen options of
screen 286 to set a beginning time (option 288) and ending
time (option 290) for the parental control time period. The
user may use option 292 to make the parental control setting
effective for all days of the week, certain groups of days (e.g.,
week days or weekend days), or a particular day or days. The
user may press OK key 84 when finished. Other selectable
options may also be provided as part of screen 286.

The parental control screens 278 and 286 of FIGS. 234 and
23b are merely illustrative. Any suitable on-screen options or
other user interface arrangement may be used to allow a
parent (or other user) to block (parentally-control) program-
ming airing during a particular period of time, programming
on a particular channel or channels, programming with a
certain rating, individual instances of certain programs, etc.

Interactive television application settings such as reminder
settings, pay-per-view purchases, recording settings, and
some parental control settings may be referred to as “time-
based” settings, because these settings involve the element of
time. In the reminder setting context, for example, reminders
are made for programs that are to be aired at a specific time in
the future. Recordings are also often scheduled for future
broadcasts. Parental controls settings that block the viewing
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of'a program that is aired at a specific time or that block all or
some television viewing during a particular time window are
also time-based settings.

These time-based settings may give rise to conflicts during
the operation of the interactive television application. For
example, a user may attempt to order a video-on-demand
movie or may attempt to play back recorded video recorder
content. If the duration of the requested video content will
cause the delivery of that content to overlap with a reminder,
a purchased pay-per-view program, a recording, or a period
during which programming is blocked by parental control
settings, a conflict will arise. In situations such as these, the
interactive television application may be used to help resolve
the conflict.

The interactive television application may be used to
resolve such conflicts by presenting the user with display
screens that inform the user of on-screen conflict-resolution
options. The user may use these options in deciding how to
best resolve a conflict.

A conflict may arise when the user requests delivery of
video-on-demand content or video-recorder content (e.g., a
video-on-demand movie or a movie stored in the user’s per-
sonal video recorder or in the user’s personal area on a net-
work-based video recorder). The conflict may occur when the
requested content has a running time that will cause that
content to overlap with a reminder that the user has set. When
the interactive television application detects this type of con-
flict, the application may display a conflict notification and
resolution screen such as conflict notification and resolution
screen 298 of FIG. 24. Screen 298 stay include information
that informs the user of the conflict. Screen 298 may include
the title and running time of the video-on-demand program.
Information on the title and scheduled broadcast time of the
program 299 for which the reminder was set may be included.
Screen 298 may also include an indicator such as check-mark
indicator 300, which indicates that a reminder for the program
299 has been set.

In the example of FIG. 24, the user sets a reminder for a
scheduled airing of the television program Seinfeld at 8:00
(e.g., using a screen such as screen 180 of FIG. 12). The user
then attempted to order the playback of the movie “The
Majestic” (which may be either video-on-demand or video-
recorder content). When requesting the video, the user may
have used a video-on-demand order process such as the
video-on-demand order process described is connection with
FIGS. 7 and 14-17 or a video-recorder playback request pro-
cess such as the video-recorder playback request process
described in connection with FIGS. 7, 20, and 21. These are
merely illustrative arrangements for requesting that the inter-
active television application present video content on the
user’s equipment 18. Any suitable arrangement may be used
if desired.

When the user submits a request to system 10 asking that
The Majestic be delivered to the user’s equipment (or pre-
sented on the user’s equipment), the interactive television
application uses known information on the running time of
the requested video (supplied, for example, by a suitable
network-based or local database associated with the network-
based or local content storage equipment used to store the
video) and uses known information on the time for the
reminder (e.g., from a program guide database created using
program schedule information from data source 30) to deter-
mine whether these two events will overlap. If the events will
overlap, the interactive television application may display
screen 298.

Screen 298 may include a number of on-screen options
from which the user may select to resolve the conflict. The
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user may, for example, select option 301 if the user desires to
continue with the delivery of the requested video content to
the exclusion of the reminder. If option 301 is selected, the
system 10 will proceed to deliver the video for Majestic to the
user. The reminder for Seinfeld will be cancelled.

Option 302 provides with user with an opportunity to con-
tinue with the delivery of the requested video and also allows
the user to reschedule the reminder for Seinfeld. If the user
selects option 302, the interactive television application may
provide the user with a display screen that allows the user to
reschedule the reminder for Seinfeld to another scheduled
airing of the same program (e.g., at the scheduled broadcast
time for a repeat showing of the program or at the scheduled
broadcast time for another episode of Seinfeld, etc.).

The user may use option 304 to direct the user’s local or
network-based video recorder to make a recording of Seinfeld
(e.g., on user equipment 18 or on network-based equipment in
the form of a virtual or real recording). If the user selects
option 304, the requested video content is delivered to the
user and the interactive television application records Sein-
feld at its scheduled broadcast time or otherwise obtains a
copy of Seinfeld for the user.

Option 306 may be selected if the user desires to watch the
requested video content after Seinfeld is over. The user may
select option 306 to defer the video content delivery (or pre-
sentation) until Seinfeld has aired, at which time the system
10 may automatically deliver (present) The Majestic to the
user.

Option 308 may be selected if the user desires to select
another time at which to watch the Majestic. The interactive
television program guide may, for example, allow the user to
select another day and time at which to watch the requested
video. When that new day and time arrives, the interactive
television application may automatically (e.g., after a confir-
matory prompt) deliver the requested content to the user.

The interactive television application may provide the user
with an option such as option 310 that allows the user to
cancel the delivery of the Majestic. This allows the user to
watch Seinfeld.

Option 311 may be selected if the user would like to begin
watching the Majestic, pause for Seinfeld at its scheduled air
time, and then resume playback of the Majestic after Seinfeld
is over.

It will be understood that the options presented in conflict
notification and resolution screen 298, or any other conflict
notification and resolution screen discussed here in are illus-
trative and that some options may be omitted and others
added if desired.

A conflict may arise when the requested video (e.g., “The
Majestic”) overlaps with a recording that the user has sched-
uled with the interactive television application (e.g., a record-
ing of the program Seinfeld) when the system does not sup-
port simultaneous viewing of on-demand content (e.g., video-
on-demand movies, pay-per-view-movies, playback of
recorded programs, etc.) and recording of broadcast content.
The interactive television application may use information on
the running time of the requested video and information on
the scheduled time of the recording to determine whether
there is an overlap between these two events. When a conflict
is detected, the interactive television application may present
a screen for the user such as display screen 312 of FIG. 25.

As shown in FIG. 25, screen 312 may include information
such as the title and duration of the requested video content
and the title and time 314 of the scheduled recording. Pro-
gram listings information for the program for which the
recording is scheduled may be annotated with an icon such as
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recording icon 316 that indicates that the displayed program
title is one for which a recording has been set.

Display 312 may include a number of on-screen options.
The user may select an appropriate option to instruct the
interactive television application on how to resolve the con-
flict between the requested video and the recording that the
user has set.

If the user selects option 318, the interactive television
application will proceed to provide the requested video (e.g.,
the Majestic) to the user and will cancel the recording (e.g.,
the recording for Seinfeld will be cancelled).

If the user selects option 320, the interactive television
application will deliver The Majestic and will provide the user
with on-screen options or other suitable opportunities to
reschedule the recording of Seinfeld. For example, the inter-
active television application may provide the user with an
opportunity to schedule the recording of Seinfeld for when
Seinfeld is being shown as a repeat.

If the user selects option 322, the interactive television
application will present The Majestic to the user and will
record Seinfeld using the network-based or local video
recorder functions of system 10.

The user may select option 324 to defer the delivery of The
Majestic until after Seinfeld has been recorded.

When the user selects option 326, the interactive television
application may provide the user with one or more screens of
options that allow the user to select another time for viewing
the Majestic.

Selecting option 328 directs the interactive television
application to cancel delivery of The Majestic. The recording
of Seinfeld will therefore no longer give rise to a conflict and
can proceed as scheduled.

If desired, option 329 by may be selected to direct the
system to deliver the Majestic to the user until the beginning
of the recording of Seinfeld, pause the Majestic for the dura-
tion of the recording, and then resume the delivery of the
Majestic when recording is complete.

Conflicts can arise when a requested video will overlap
with a time-based parental control setting. For example, the
user may have blocked the viewing of all programming
between 3:00 and 5:00. If the user requests delivery of video
content that -will overlap with this time period, the interactive
television application may display a screen such as conflicts
notification and resolution screen 330 of FIG. 26.

Screen 330 may include the title of the video-on-demand
program and its duration and information 332 on the particu-
lar parental control setting that has given rise to the conflict.
Screen 330 may also contain options that allow the user to
instruct the interactive television application on how to
address the conflict. The user may select option 334 ifthe user
desires to watch the requested video and override the existing
parental control settings. With this approach, the user may be
required to supply the interactive television application with
avalid personal identification number (e.g., the parent’s PIN)
to unlock the blocked time period.

The user may select option 336 if the user desires to defer
delivery of The Majestic until after the period of time covered
by the conflicting parental control setting has passed. In the
example of FIG. 26, a parental control setting that blocks all
programming from being viewed between 3:00 and 5:00 has
been established. Ifthe user selects option 336, the interactive
television application may defer presentation of The Majestic
until 5:00 PM, which is the time at which the parental control
expires.

Option 338 may be used to select another time for delivery
of the Majestic. The user may select option 340 to cancel
delivery of the requested video. The user may select option
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341 to begin the Majestic, to pause for the duration of the
parental control block, and to resume delivery ofthe Majestic
after the parental control block.

Contflict notification and resolution screens may also be
provided as video overlays, alerts, or reminders. These types
of notification may be particularly useful in resolving con-
flicts as they occur rather than in advance of the conflict. For
example, as shown in FIG. 27, a screen 350 may foe provided
that includes a video for on-demand content (e.g., a video-on
demand-movie, a recorded movie, a pay-per-view movie, a
broadcast program that has been paused or rewound so that it
is no longer being viewed in real-time, etc.). A user may have
requested the on-demand video content and subsequently
paused or rewound the video, prolonging the time it will take
the video to complete. Although a conflict may not have been
apparent at the time the video was requested, because the
video’s time has prolonged due to pausing, rewinding, etc.,
there may now exist a potential conflict with the requested
video and a program previously scheduled to be recorded, a
reminder, an ordered pay-per-view, or a parental control.

In response to such a conflict, the recording application
may automatically begin, buffering the program scheduled
for recording, reminder, or purchase, and when the requested
video is complete, the user may be notified of the presence of
the buffered recording. Alternatively, as the start time for the
conflicting scheduled program approaches, the interactive
television application may provide the user with a conflict
alert video overlay, such as conflict alert video overlay 351 of
FIG. 27. Conflict alert video overlay 351 may include one or
more selectable advertisements 352 as well, as a number of
on-screen options for resolving the conflict. The user may
select an appropriate option to instruct the interactive televi-
sion application on how to resolve the conflict between the
video being displayed and the recording or other time-based
setting that the user has set.

If the user selects option 354, the interactive television
application may ignore the conflict and continue to provide
the selected video being displayed to the user and may cancel
the recording, reminder, or purchase (e.g., the recording for
NBA Basketball will be cancelled). If the time based setting
is a parental control time block, the user may be requested to
enter a pin to continue watching.

If the user selects option 356, the interactive television
application will stop providing the requested video being
displayed and tune to the scheduled broadcast of NBA bas-
ketball. If the user selects option 358, the interactive televi-
sion application may start to buffer the scheduled program
while the requested video finishes. Once the requested video
is complete, the use may be provided with an opportunity to
view the program being recorded in its entirety.

A flow chart of illustrative steps involved in resolving
conflicts that arise when a user requests delivery of video that
conflicts with time-based settings such as reminders, record-
ings, pay-per-view purchases, and parental controls is shown
in FIG. 28. At step 360, the interactive television application
may provide the user with on-screen options and other suit-
able opportunities to create a time-based setting. For
example, an interactive television program guide may be used
to provide the user with an opportunity to establish a reminder
for a program, to purchase a pay-per-view program, to set a
recording of a program, or to establish parental controls that
lock all channels or certain channels at particular times (e.g.,
during a given period of time or for the duration of a program,
etc.).

After the user has used the interactive television applica-
tion to create one or more of these settings, the user may be
provided with an opportunity to request video content at step

10

15

20

25

30

35

40

45

50

55

60

65

26

362. For example, the interactive television application may
provide the user with an opportunity to request that video-on-
demand content be delivered from the network. The user may
also be provided with an opportunity to request that local or
network-based video recorder content be played back for the
user.

When the user requests that video content be presented to
the user on the user equipment 18, the interactive television
application may, at step 364, provide the user with opportu-
nities to resolve conflicts that arise. For example, the interac-
tive television application can use information on the
expected running time of the video-on-demand or video
recorder content and can use this information to determine
whether the requested video will overlap with a scheduled
program reminder, a scheduled and pre-ordered pay-per-view
program, a scheduled program recording, or the time period
during which a parental control setting is in effect. The inter-
active television application may display conflict notification
and resolution screens on the user’s equipment.

The conflict notification and resolution screens that are
displayed for the user may include conflict resolution options
that the user may select. The user may, for example, cancel a
reminder, ordered pay-per-view program, or scheduled
recording, or may override an existing parental control setting
by providing an appropriate parental control PIN. The user
may opt to defer or reschedule delivery of the requested video
to avoid the conflict, or the user may cancel video delivery.
The interactive television application may resolve the conflict
in accordance with the user’s instructions at step 366.

The foregoing is merely illustrative of the principles of this
invention and various modifications can be made by those
skilled in the art without departing from the scope and spirit of
the invention.

What is claimed is:
1. A method for using an interactive application that is
implemented using user equipment, comprising:
receiving a user input creating a time-based setting associ-
ated with a program in the interactive application,
wherein a first time is associated with the time-based
setting;
receiving a user request to access media content;
determining an expected running time of the requested
media content, wherein the expected running time of the
requested media content results from a user action pro-
longing playback of the media content;
determining, based on the expected running time, whether
there is a conflict between the requested media content
and the time-based setting at the first time, wherein the
conflict arises when the expected running time of the
requested media content overlaps with the time-based
setting; and
in response to determining that the conflict exists, selecting
a second time to associate with the time-based setting.
2. The method of claim 1, wherein when the time-based
setting is a parental control setting, the first time is a first
duration of the parental control setting, and selecting the
second time comprises selecting a second duration of the
parental control setting.
3. The method of claim 1, wherein the first time is a starting
time of the program associated with the time-based setting.
4. The method of claim 1, wherein the time-based setting
includes a reminder for the program or a scheduled recording
of the program.
5. The method of claim 1 further comprising:
determining an overlapping portion of the time-based set-
ting with the media content, wherein the overlapping
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portion is based on the first time associated with the time
based setting preceding the expected running time of the
media content; and

in response to determining the overlapping portion, auto-

matically buffering the overlapping portion.

6. The method of claim 1, wherein the user action prolong-
ing the playback comprises pausing or rewinding the
requested media content.

7. The method of claim 1, further comprising generating
for display a notification that notifies the user of the conflict.

8. The method of claim 7, wherein the notification com-
prises a plurality of options to resolve the conflict.

9. The method of claim 8, wherein the time-based setting is
a parental control setting and at least one of the plurality of
options to resolve the conflict is to override the parental
control setting.

10. The method of claim 8, wherein the time based setting
is a reminder setting and at least one of the plurality of options
to resolve the conflict is to record the program associated with
the reminder setting.

11. A system for using an interactive application that is
implemented using user equipment, the system comprising:

a control circuitry configured to:

receive a user input creating a time-based setting asso-
ciated with a program in the interactive application,
wherein a first time is associated with the time-based
setting;

receive a user request to access media content;

determine an expected running time of the requested
media content, wherein the expected running time of
the requested media content results from a user action
prolonging playback of the media content;

determine, based on the expected running time, whether
there is a conflict between the requested media con-
tent and the time-based setting at the first time,
wherein the conflict arises when the expected running
time of the requested media content overlaps with the
time-based setting; and
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select, in response to determining that the conflict exists,
a second time to associate with the time-based setting.

12. The system of claim 11, when the time-based setting is
aparental control setting, the first time is a first duration of the
parental control setting, and selecting the second time com-
prises selecting a second duration of the parental control
setting.

13. The system of claim 11, wherein the first time is a
starting time of the program associated with the time-based
setting.

14. The system of claim 11, wherein the time-based setting
includes a reminder for the program or a scheduled recording
of the program.

15. The system of claim 11, wherein the control circuitry is
further configured to:

determine an overlapping portion of the time-based setting

with the media content, wherein the overlapping portion
is based on the first time associated with the time based
setting preceding the expected running time of the media
content; and

automatically buffer the overlapping portion in response to

determining the overlapping portion.

16. The system of claim 11, wherein the user action pro-
longing the playback comprises pausing or rewinding the
requested media content.

17. The system of claim 11, wherein the control circuitry is
further configured to generate for display a notification that
notifies the user of the conflict.

18. The system of claim 17, wherein the notification com-
prises a plurality of options to resolve the conflict.

19. The system of claim 18, wherein the time-based setting
is a parental control setting and at least one of the plurality of
options to resolve the conflict is to override the parental
control setting.

20. The system of claim 18, wherein the time based setting
is a reminder setting and at least one of the plurality of options
to resolve the conflict is to record the program associated with
the reminder setting.



